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LM4e
strong and durable

FEATURES
  Heavy duty Industrial 

Construction

 High resolution Printing

  Interface Port for easy 

Connectivity

 Materials tracking

 Work-in-Process

 easy loading

AppLicATionS
 logistics

 distribution Centre

 Warehouse

 Manufacturing
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TECHNICAL INFORMATION

LM408e / LM412e

INTERFACE CHARACTERISTICS
optional Plug-in Interface Ieee1284, Centronics parallel, rs232C (2400-19,200 baud), rs232C highspeed (9,600-57,600 baud),

usb (12Mbit/s), lan (tCP/IP protocol 10/100baset), Wireless lan 802.11b/g

MISCELLANEOUS
Certification FCC, ul, Csa, CCC, Ce, roHs compliant

useful Features status report, graphic, sequential numbering, Form overlay, reverse image, line print, Hex dump print,  
Format store, label skip, Zero slash switchover

self diagnosis Checking Head check, Paper end, ribbon end, Head open, test print,  
ribbon near end (can be detected with 30 – 15m of ribbon remaining)

OPERATING CHARACTERISTICS
Power requirements Input voltage aC200-240V (optional 100-120V)/180W (peak)

environment operating 5 – 40 ºC / 30 – 80 % rH (without condensation)

storage -5 – 60 ºC / 30 – 90 % rH (without condensation)

dimension (W x d x H): 271 x 430 x 321mm (10.7” x 16.9” x 12.6”)

Weight approx. 13kg (28.7Ibs)
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PRINTING SPECIFICATION LM408e LM412e
Printing Method direct thermal, thermal transfer

Print resolution, dots/mm (dpi) 8 dots/mm (203dpi) 12 dots/mm (305dpi)

Max. Print area Width, mm (inch) 104mm (4.1”)

length, mm (inch) 1249mm (49.2”) 833mm (32.8”)

Print speed, mm/sec (ips) up to 153mm/sec (6ips)

FONTS / SYMBOLOGIES
Fonts standard Fonts bitmap Fonts alphanumerical and symbol: Wb (18x30 dot), Wl (28x52 dot), Xu (5x9 dot), Xs (17x17 dot),

XM (24x24 dot), Xb (48x48 dot), Xl (48x48 dot), oCr-a (15x22 dot), oCr-a (22x23 dot),
oCr-b (20x24 dot), oCr-b (30x36 dot)

rasterized Fonts Cg times, Cg triumvirate

barcode 1d barcode uPC-a/e, Jan/ean-8/13, Code 39, Code 128, gs1-128 (uCC /ean128), Codabar (nW–7), Interleaved 2 of 5, bookland 
(2/5 char add-on code), gs1 databar (rss14), Composite Jan/ean-8/13; Composite uPC a/e; Composite gs1 128/CC

2d barcode PdF417 (Ver2.4), MaXI Code (Ver3.0), Qr Code, gs1 data Matrix (eCC200)

Print rotation Character data / barcode 0°, 90°, 180°, 270°

CONSUMABLES SPECIFICATION (Recommended to use printer supplies manufactured or certified by SATO)
sensor type I-Mark sensor (reflective), label gap sensor (transmissive)

Media type roll or fan-fold die cut labels, Plain paper face stock, synthetics and Continuous stock

Media thickness 0.08 – 0.26mm (0.003” – 0.01”)

label shape diameter Max. outside diameter: Ø 218mm (8.6”), Core diameter: Ø 38.1mm (1.5”) or Ø 76.2mm (3”)

Wind direction Face-in

label size Continuous Width 22 – 128mm (0.87” – 5.04“) 22 – 128mm (0.87” – 5.04“)

length 6 – 1249mm (0.24” – 49.2“) 6 – 833mm (0.24” – 32.8“)

tear-off Width 22 – 128mm (0.87” – 5.04“) 22 – 128mm (0.87” – 5.04“)

length 17 – 1249mm (0.67” – 49.2“) 17 – 833mm (0.67” – 32.8“)

ribbon size Width: 39.5mm (1.56”) to 111mm (4.37”)
Max. length: 450m (1476’) 

Core diameter Ø 25.4mm (1”)

Wind direction Face-in

OPTIONS
accessories real-time Clock, smart Keyboard, sato label gallery™


